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CMG-FUJITA 
 

 
 

 
VENTILE FÜR HEIZPRESSEN 

Dampfventile Kolbenventile Stellventile Regelventil e Rückschlagventile Reifenindustrie 
 

 
 
 

 
VALVE FOR CURING PRESS 

Curing Press for piston valves-Curing Press for con trol valves-Curing Press for Check valves-Curing Pr ess 
for Knuckle Joints-Vulcanisation Presses for piston  valve-Vulcanisation Presses control valves-Vulcani sation 

Presses for Check valves-Vulcanisation Presses for Knuckle Joints 
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Sehr geehrter Kunde, 
wir freuen uns, Ihnen mit 
diesem Katalog die 
Heizpresse (Curing Press 
Vulcanisation Presses Tire 
Industry Tyre Plant Energy 
Saving) Fujita präsentieren 
zu können 
 
Dampfventile Kolbenventile 
Stellventile Regelventile 
Rückschlagventile 
Absperrventile 
Reifenindustrie 
 
Steam Valve Process 
Valves Curing Press 
Vulcanisation Presses Tire 
Industry Tyre Plant Energy 
Saving 
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FLUID Steam, Oil, Hot & Cold Water, Nonflammable Gas 
Operating Pressure Max. 3.2MPa (32kgf / cm² :  460 psi) 32 BAR 
Temperature Max. 205 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 Bar 36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION   
 

3-WAY PISTON VALVE (RC THREAD TYPE) P3WR-RC1 SERIES 
 

MODEL-NO Rc D L L1 L2 H A Weig
ht Kg 

P3WR-RC1-8A 1/4" 30 85 50 165 215 93 2.8 
P3WR-RC1-10A 3/8" 30 85 50 165 215 93 2.8 
P3WR-RC1-15A 1/2" 30 85 50 165 215 93 2.8 
P3WR-RC1-20A 3/4" 40 110 66 196 262 100 3.9 
P3WR-RC1-25A 1" 46 120 71 230 301 126 6,0 
P3WR-RC1-32A 11/4" 56 145 92 250 342 147 9,0  
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FLUID Steam, Oil, Hot & Cold Water, Nonflammable Gas 
Operating Pressure Max. 3.2MPa (32kgf / cm² :  460 psi) 32 BAR 
Temperature Max. 205 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 Bar 36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION   
3-WAY PISTON VALVE (FLANGE TYPE) P3WR-RF1 SERIES 

MODEL-NO Port 
Dia 
 
d 

Screw 
 
 
RC 

Face 
To 
Face 
L 

FL 
 
 
D 

AN 
 
 
C 

GE 
 
 
G 

- 
 
 
T 

S 
 
 
f 

I 
 
B 
N 

Z 
 
O 
H 

E 
 
LT 
S 

 
 
 
L1 

 
 
 
L2 

 
 
 
H 

 
 
 
A 

Weig
ht 
(kg) 

P3WR-RF1-8A 10 1/4 146 90 65 46 14 1 4 15 M12 50 165 215 93 4.3 
P3WR-RF1-10A 10 3/8“ 146 90 65 46 14 1 4 15 M12 50 165 215 93 4.3 
P3WR-RF1-15A 15 1/2 146 95 70 51 14 1 4 15 M12 50 165 215 93 4.3 
P3WR-RF1-20A 20 3/4 146 100 75 56 16 1 4 15 M12 66 196 262 100 5.7 
P3WR-RF1-25A 25 1 167 125 90 67 16 1 4 19 M16 71 230 301 126 9,0 
P3WR-RF1-32A 32 11/4 190 135 100 76 18 2 4 19 M16 92 250 343 147 12.8  
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FLUID Steam, Oil, Hot & Cold Water, Nonflammable Gas 
Operating Pressure Max. 3.2MPa (32kgf / cm² :  460 psi) 32 BAR 
Temperature Max. 205 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 Bar 36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 

3-WAY PISTON VALVE (RC THREAD TYPE) P3WR-RC1 SERIES 
MODEL-NO Rc D L L1 L2 H A Weig

ht Kg 
P3W-RC1-10A 3/8" 30 85 50 165 215 93 2.8 
P3W-RC1-15A 1/2" 30 85 50 165 215 93 3.7 
P3W-RC1-20A 3/4" 40 110 66 196 262 100 6.4 
P3W-RC1-25A 1" 46 120 71 230 301 126 9.0 
P3W-RC1-32A 11/4" 56 145 92 250 342 147 15 
P3W-RC1-40A 11/2" 62 150 92 295 387 189 15 
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FLUID Steam, Oil, Hot & Cold Water, Nonflammable Gas 
Operating Pressure Max. 3.2MPa (32kgf / cm² :  460 psi) 32 BAR 
Temperature Max. 205 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 Bar 36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 
 

3-WAY PISTON VALVE (FLANGE TYPE) P3W-RF1 SERIES 
MODEL-NO Port 

Dia 
 
d 

Screw 
 
 
RC 

Face 
To 
Face 
L 

FL 
 
 
D 

AN 
 
 
C 

GE 
 
 
G 

- 
 
 
T 

S 
 
 
f 

I 
 
B 
N 

Z 
 
O 
H 

E 
 
LT 
S 

 
 
 
L1 

 
 
 
L2 

 
 
 
H 

 
 
 
A 

Weight 
(kg) 

P3W-RF1-10A 10 3/8“ 146 90 65 46 14 1 4 15 M12 50 165 215 93 4.3 
P3W-RF1-15A 15 1/2 146 95 70 51 14 1 4 15 M12 50 165 215 93 5.7 
P3W-RF1-20A 20 3/4 146 100 75 56 16 1 4 15 M12 66 196 262 100 9.0 
P3W-RF1-25A 25 1 167 125 90 67 16 1 4 19 M16 71 230 301 126 12.8 
P3W-RF1-32A 32 11/4 190 135 100 76 18 2 4 19 M16 92 250 343 147 18.8 
P3W-RF1-40A 4ß 11/2 190 140 105 81 18 2 4 19 M16 92 295 387 189 18.8 
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FLUID Cold Water 
Operating Pressure Max. 3.0MPa (30kgf / cm² :  430 psi) 30 BAR 
Temperature Max. 65 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 kgf / cm² : 36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 

 
4-WAY  PISTON VALVES (RC THREAD TYPE) P4WS SERIES 

 
MODEL-NO Rc Weight 

Kg 
P4WS-8A 1/4" 4,7 
P4WS-10A 3/8" 4,7 
P4WS-15A 1/2" 4,7 
P4WS-20A 3/4" 4,7 
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FLUID Cold Water 
Operating Pressure Max. 3.0MPa (30kgf / cm² :  430 psi) 30 BAR 
Temperature Max. 65 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 kgf / cm² :36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 

 
4-WAY  PISTON VALVES (RC THREAD TYPE) P4WD SERIES 

 
 

MODEL-NO Rc Weight 
Kg 

P4WD-8A 1/4" 4,6 
P4WD-10A 3/8" 4,6 
P4WD-15A 1/2" 4,6 
P4WD-20A 3/4" 4,6 
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FLUID Cold Water 
Operating Pressure Max. 3.0MPa (30kgf / cm² :  430 psi) 30 BAR 
Temperature Max. 65 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 kgf / cm² :36-51 psi) 
 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 

 
COMPACT 4-WAY  PISTON VALVES (RC THREAD TYPE) C4WS SERIES 

 
MODEL-NO Rc Weight 

Kg 
C4WS-8A 1/4" 2,4 
C4WS-10A 3/8" 2,4 
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FLUID Cold Water 

Operating Pressure Max. 3.0MPa (30kgf / cm² :  430 psi) 30 BAR 

Temperature Max. 65 ºC 

Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 kgf / cm² :36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION   
COMPACT 4-WAY  PISTON VALVES (RC THREAD TYPE) C4WD SERIES 

 
MODEL-NO Rc Weight 

Kg 
C4WD-8A 1/4" 2,3 

C4WD-10A 3/8" 2,3  
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FLUID Steam & Nonflammable Gas 
Operating Pressure Max. 1.7MPa (17kgf / cm² :  246 psi) 17 BAR 
Temperature Max. 205 ºC 
Pilot Air Pressure 0.02 ~ 0.1Mpa (0.2 ~ 1.0 kgf / cm² : 2.9-15.5 PSI) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 
DIN AND ANSI FLANGES ARE AVAILABLE ON OPTION 

 
DIAPHRAGM OPERATED CONTROL VALVES (RC THREAD AND FLANGED TYPE)  DKV 
SERIES 
 

MODEL-NO Rc Weight 
Kg 

DKV-RC-15A ½" 7.2 
DKV-RC-20A 3/4" 7.2 
DKV-RC-25A 1“ 7.2 
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FLUID Steam, Oil, Hot & Cold Water, Nonflammable Gas 
Operating Pressure Max. 3.2MPa (32kgf / cm² : 460 psi) 32 BAR 
Temperature Max. 205 ºC 
 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 
DIN AND ANSI FLANGES ARE AVAILABLE ON OPTION 

 
LIFT CHECK VALVES (THREAD AND FLANGE TYPE) YC SERIES 

 
 
 
MODEL-NO 

Port 
Dia 
 
d 

Face 
To 
Face 
L 

FL 
 
 
D 

AN 
 
 
C 

GE 
 
 
G 

- 
 
 
T 

S 
 
 
f 

I 
 
B 
N 

Z 
 
O 
H 

E 
 
LT 
S 

 
 
 
H 

 
 
 
LIFT 

Weight 
(kg) 

YC-RF-15A 15 178 95 70 51 14 1 4 15 M12 68 8 3.2 

YC-RF -20A 20 178 100 75 56 16 1 4 15 M12 68 8 3.3 

YC-RF -25A 25 203 125 90 67 16 1 4 19 M16 68 8 4.9 

YC-RF -32A 32 216 135 100 76 18 2 4 19 M16 89 11 7,0 

YC-RF -40A 40 229 140 105 81 18 2 4 19 M16 89 11 7.2 
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FLUID Steam,& Nonflammable Gas 
Operating Pressure Max. 1.3 MPa (13kgf / cm² : 188 psi) 13 BAR 
Temperature Max. 205 ºC 
 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 
DIN AND ANSI FLANGES ARE AVAILABLE ON OPTION 

 
 

STEAM REGULATORS (RC THREAD AND FLANGE TYPE) SRV/D SERIES 
 
 
 
MODEL-NO RC L A F H L1 D Lift Weight (kg) 
SRV/D-RC-20A 3/4 140 14.1 42 128 67 186 3.5 9,7 
SRV/D-RC-25A 1 165 16.2 50 148 79 235 6 13.5 
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FLUID Steam,& Nonflammable Gas 

Operating Pressure Max. 1.5 MPa (15kgf / cm² : 215 psi) 15 BAR 

Temperature Max. 210°C 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 
DIN AND ANSI FLANGES ARE AVAILABLE ON OPTION 

 
STEAM REGULATORS (RC THREAD AND FLANGE TYPE) SRV/B SERIES 

 
MODEL-NO Screw 

 
 
RC 

End 
To 
end 
L 

Screw 
Lenght 
 
A 

 
Out 
Dia 
F 

Center 
To 
Top 
H 

Center 
To 
Bottom 
L1 

Lift 
 
 
a 

Cylinder 
Out 
Dia 
D 

Weight 
(kg) 

SRV/B-RC-20A 3/4B 140 14.1 42 120 67 3.5 158 7.2 
SRV/B-RC-25A 1B 165 16.2 50 136 79 5 175 10 
SRV/B-RC-32A 11/4B 203 18 65 203 97 8 300 30.2 
SRV/B-RC-40A 11/2B 203 18 65 203 97 8 300 30.2 
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FLUID Steam, Oil, Hot & Cold Water, Nonflammable Gas 
Operating Pressure Max. 3.2MPa (32kgf / cm² :  460 psi) 32 BAR 
Temperature Max. 205 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 Bar 36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 

 
3-WAY PISTON VALVE (RC THTEAD TYPE) P3WR-RC2 SERIES 

 
MODEL-NO Rc D L L1 L2 H A Weight 

Kg 
P3W-RC2-15A 1/2" 32 85 50 202 252 93 3.3 
P3W-RC2-20A 3/4" 40 110 66 252 318 115 6.1 
P3W-RC2-25A 1" 46 120 71 281 352 138 9.0 
P3W-RC2-32A 11/4" 56 145 92 321 413 175 14.2 
P3W-RC2-40A 11/2 62 150 92 321 413 175 14.2 
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FLUID Steam, Oil, Hot & Cold Water, Nonflammable Gas 
Operating Pressure Max. 3.2MPa (32kgf / cm² :  460 psi) 32 BAR 
Temperature Max. 205 ºC 
Pilot Air Pressure 0.25 ~ 0.35MPa (2.5 ~ 3.5 Bar 36-51 psi) 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 

3-WAY PISTON VALVE (FLANGE TYPE) P3W-RF2 
 

MODEL-NO Port 
Dia 
 
d 

Screw 
 
 
RC 

Face 
To 
Face 
L 

FL 
 
 
D 

AN 
 
 
C 

GE 
 
 
G 

- 
 
 
T 

S 
 
 
f 

I 
 
B 
N 

Z 
 
O 
H 

E 
 
LT 
S 

 
 
 
L1 

 
 
 
L2 

 
 
 
H 

 
 
 
A 

Weig
ht 
(kg) 

P3W-RF2-15A 15 1/2 146 95 70 51 14 1 4 15 M12 50 202 252 92 4.8 
P3W-RF2-20A 20 3/4 146 100 75 56 16 1 4 15 M12 66 252 318 115 7.8 
P3W-RF2-25A 25 1 167 125 90 67 16 1 4 19 M16 71 281 352 138 12.0 
P3W-RF2-32A 32 11/4 190 135 100 76 18 2 4 19 M16 92 321 413 175 18.0 
P3W-RF2-40A 40 11/2 190 140 105 81 18 2 4 19 M16 92 321 413 175 18.2 
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FLUID Steam,& Nonflammable Gas 

Operating Pressure Max. 1.5 MPa (15kgf / cm² : 215 psi) 15 BAR 

Temperature Max. 210°C 

BSPT AND NPT THREADS ARE AVEILABLE ON OPTION 
DIN AND ANSI FLANGES ARE AVAILABLE ON OPTION 

 
KNUCKLE JOINTS (RC THREAD AND FLANGE TYPE) NJ SERIES 

 
MODEL-NO RC d1 d2 L1 L2 L3 L4 1 D 
NJ-15A 1/2B 13 32 84 82 75 91 30 70 
NJ-20A 3/4B 19 38 97 95 92 100 30 85 
NJ-25A 1B 23 46 110 120 110 120 38 100 
NJ-32A 11/4 30 58 120 145 140 136 45 118 
NJ-40A 11/2B 36 64 140 150 140 150 55 126 
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MODEL No, / ORDER CODE 
 
 

3-WAY PISTON VALVES 
FULL FLOW 
P3W - *1  RC 

RF 
* 2 

1or 2 
- SIZE - * 3 Option - *4 Operating Type 

 
3-WAY PISTON VALVES 

REDUCE FLOW 
P3W - *1  RC 

RF 
* 2 

1or 2 
- SIZE - * 3 Option - *4 Operating Type 

 
      * 1 : Type of Connection 
  RF : (JIS 20K Flanges: DIN and ANSI Flanges Are Available on option) 
  RC : (JIS RC Thread: BSPT and NPT Threads Are Available on option) 
      * 2 : Type of Valve (Full Flow Only) 
  1 :  (1 stem Type ) 2 :  (2 stem Type ) 
      * 3 : Option 
  S       : (SUS304: Stainless Typel) 
  FS     : (SUS: Flanges-SUS) 
  FLS   : (SUS: Flanges & Lower Seat Flanges-SUS) 
      * 4 : Operating Type 
  NC : (Based on NC) 
  NO : (Normally Open-Air to shut) 
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MODEL No, / ORDER CODE 
 
 

STEAM REGULATOR VALVE 
DIAPHRAGM OPERATING 
SRV/D - *4  RC 

RF 
 
- 

SIZE  - * 5 Option 

 
STEAM REGULATOR VALVE 

BELLOWS OPERATING 
SRV/B - *4  RC 

RF 
- SIZE  - * 5 Option 

 
      * 4 : Type of Connection 
  RF : (JIS 20K Flanges: DIN and ANSI Flanges Are Available on option) 
  RC : (JIS RC Thread: BSPT and NPT Threads Are Available on option) 
      * 5 : Option 
  FS   : (SUS: Flanges-SUS) 
 

Y-TYPE CHECK VALVE 
 
YC - *6  RC 

      RF 
 
- 

SIZE  - * 7 Option 

 
      * 6 : Type of Connection 
  RF : (JIS 20K Flanges: DIN and ANSI Flanges Are Available on option) 
  RC : (JIS RC Thread: BSPT and NPT Threads Are Available on option) 
      * 7 : Option 
  S       : (SUS304: Stainless Typel) 
  FS     : (SUS: Flanges-SUS) 
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MODEL No, / ORDER CODE 
 
 

 
4-WAY PISTON VALVES 

 
SINGLE ACTION      DOUBLE  ACTION 
P4WS - SIZE - * 8 Option -- P4WD - SIZE - * 8 Option 

 
COMPACT TYPE-SINGLE ACTION  COMPACT TYPE-DOUBLE ACTION 
C4WS - 8A or 10A - * 8 Option -- C4WD - 8A or 10A - * 8 Option 

 
      * 8 : Option 
  RC : Based on JIS RC Thread: BSPT and NPT Threads Are Available 
on option 
 

DIAPHRAGM OPERATED CONTROL VALVE 
 

DKV - *9   RC 
     RF 

- SIZE - *10 
Option 

- *11 Cv-
Value 

- *12 Operating  
Type 

 
      * 9 : Type of Connection 
  RF : (JIS 20K Flanges: DIN and ANSI Flanges Are Available on option) 
  RC : (JIS RC Thread: BSPT and NPT Threads Are Available on option) 
      * 10 : Option 
  FS     : (SUS: Flanges-SUS) 
      * 11 : 15A CV 3: CV-Value for :Based On CV.3 
  1=Cv.1 3=CV.3 8=CV.8 
      * 12 : Operating Type 
  NC : (Based on NC) 
  NO : (Normally Open-Air to shut) 
 
 
 
 
 
 
 

www.cmg-germany.com                     TEL 00496152909290 
PAGE 19 



   
CMG IMPORT & EXPORT  

www.cmg-germany.com ------- offer@cmg-germany.com 
    

 
 

CROSS REFERENCE 
REPLACEMENT For AIRTEC-ROCKY-VALAS  

 
 

  

 
CMG-FUJITA AIRTEC-ROCKY 

P3W-RC1-P3WR-RC1 

P2W-RC1-P2WR-RC1 

TPC 2221-TPC 2211 

TPC-2321-TPC-2311 
 

 
VALAS 

VP3W-SR-VP3W-SD 

 
 

  

 
CMG-FUJITA AIRTEC-ROCKY 

P3W-RF1-P3WR-RF1 

P2W-RF1-P2WR-RF1 

TPC 2222-TPC 2212 

TPC-2322-TPC-2312  

 
VALAS 

VP3W-FR-VP3W-FD 

 
  

  

 
CMG-FUJITA AIRTEC-ROCKY 

P4WS-C4WS-P4WD FP-1411-FP-1421 

 

 
VALAS 

V4010 S/D- V 4020 S/D 

 

  

  

 
CMG-FUJITA AIRTEC-ROCKY 

DKV-RC- DKV-RF DC-1212-DC-1211 

 

 
VALAS 

VCM-1000F-VCM-1100F 

 

  

  

 
CMG-FUJITA AIRTEC-ROCKY 

YC-RC – YC-RF YL-1211-YL1212 

 

 
VALAS 

V353-S-V353S 

 

  

  

 
CMG-FUJITA AIRTEC-ROCKY 

SRV/D-RC–SRV/B-RC 

SRV/D-RF-SRV/B-RF 

SR-3211-SR-2211 

SR2212  

 
VALAS 

SRV-1100S-SRV-1100F 

 

  

 
CMG-FUJITA AIRTEC-ROCKY 

NJ-1 

KNUCKLE JOINTS 

LJ112 

 KNUCKLE JOINTS  

 
VALAS 

VNJ 

KNUCKLE JOINTS  

rocky piston valve - airtec piston valve - valas piston valve – rocky control valve - airtec control valve – valas 
control valve - rocky regulator valve - airtec regulator valve - valas regulator valve -  
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WORLD CLIENT 
 
 

MITSUBISHI HEAVY INDUSTRIES / JAPAN 
KOBELCO – KOBE  / JAPAN 

GOODYEAR TIRE and RUBBER 
BRIDGESTONE 

FIRESTONE 
MICHELIN 

CONTINENTAL TIRE 
DUNLOP 
PIRELLI 

YOKOHAMA RUBER 
TOYO TIRE 

KUMHO TIRE 
HANKOOK TIRE 

OHTSU TIRE & RUBER 
NITTO TIRE 

CHENG SHIN RUBER 
NANKANG RUBER TIRE 

FEDERAL TIRES 
SILVERSTONE TIRE 

KERMAN TIRE & RUBBER 
LION TYRES 
DURO TIRE 

SIMEX TIRES 
SHANG LINGLONG RUBBER 

GUANGZHOU RUBBER FACTORY 
GUIZHOU TYRE 

INOAC INOUE RUBBER 
HWA FONG RUBBER 

KENDA RUBBER 
IRAN TIRE 

NEXENTIRE 
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